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ELECTRICAL SPECIFICATION DOSING PUMP
ITEM DESCRIPTION CAPACITY ITEM DESCRIPTION CAPACITY
POWER SUPPLY* 220 VAC - 380 VAC - 1 NUMBER OF DOSING PUMP
440 VAC /3P
2 DOSING PUMP 60 lts/hr. -2 bar
2 ENERGY 15 kW (220 VAC)
*More options on demand
FLOW SPECIFICATION EQUIPMENT DESCRIPTION
ITEM DESCRIPTION CAPACITY ITEM FEATURES
PUMP 01 - PREMIX 20 m3/h - 2,3 bar 1 Ensures correct mixing and dosing of components for the SIP
solution.
2 AU @2 = WA 20m3/h - 4,5 bar 3 High pressure pump with Neuthox disinfectant dosing for CIP
3 PUMP 03 - CLEANING 5m3/h -9 bar solution distribution.
4 Permanent monitoring of pH and ORP parameters.
DOSING CHANNELS
5 Accurate injection of acidulant and Neuthox disinfectant.
ITEM DESCRIPTION CAPACITY
1 NUMBER OF DOSING CHANNELS 2 6 Real-time control and monitoring.
2 VENTURI 100 - 1000 lts/hr 7 Pumps controlled by variable frequency drives.
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Note:

- AlL 3D file drawing (.step, .dwg) are available.

- The prices shown in the price list are valid from
August 2023. They may be modified according to
changes in materials and manufacturing accessories.
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DIMENSIONS & FOOTPRINT
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Footprint:3.30 m?

DIMENSIONS
HEIGHT

1.65m 2.09m 2.00 m

FOOT PRINT 3.30 m2
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